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BEA

4.5 INCH ROUND &
SQUARE PUSH PLATES

STAINLESS STEEL ACTUATORS

DESCRIPTION TECHNICAL SPECIFICATIONS
BEA's 4.5 INCH ROUND AND SQUARE PUSH PLATES improve )
o . o Faceplate Material 16 gauge, 304 2B stainless steel
overall access, enhance accessibility for those with limited Backplate Material %" thick, aluminum
mobility or disabilities and seamlessly integrate with an Mounting Screws Stainless steel, 6-32 x 1" & 8-32x 1"

automatic door’s activation. Cherry Switch

Allen head size: %a

Single-pole, 1 A, COM/NO/NC
UL Recognized

Compatible Wireless

These ADA-compliant push plates are available in a variety Frequencies

of popular design options, including alternative accessibility Dimensions
. . Round

artwork. This product may be hard wired to the door operator S;L“Zre

or connected to BEA's line of wireless transmitters.

DIMENSIONS

900, 433, or 300 MHz

472" (W/H) x 3%5" (D)
47" (W) x 42" (H) x " (D)

APPLICATIONS

Wireless Compatibility

Request-To-Exit

DISCLAIMER

BEA AMERICAS / RIDC Park West / 100 Enterprise Drive / Pittsburgh, PA
%@ T 1-800-523-2462 / F 1-888-523-2462 / E info-us@BEAsensors.com
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