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BEA, the sensor manufacturer, cannot be held responsible for incorrect installations or inappropriate adjustments of the sensor/device;
therefore, BEA does not guarantee any use of the sensor outside of its intended purpose. BEA strongly recommends that installation
and service technicians be AAADM-certified for pedestrian doors, IDA-certified for doors/gates, and factory trained for the type of
door/gate system. Installers and service personnel are responsible for executing a risk assessment following each installation/service
performed, ensuring that the sensor system installation is compliant with local, national, and international regulations, codes, and standards.
Once installation or service work is complete, a safety inspection of the door/gate shall be performed per the door/gate manufacturer
recommendations and/or per AAADM/ANSI/DASMA guidelines (where applicable) for best industry practices. Safety inspections must be
performed during each service call – examples of these safety inspections can be found on an AAADM safety information
label (e.g. ANSI/DASMA 102, ANSI/DASMA 107). Verify that all appropriate industry signage and warning labels and placards are in place.
For PLC's, ensure that all N.O./N.C/ connections are correct

If after troubleshooting a problem a satisfactory solution cannot be achieved, please call BEA Inc. for further assistance
at 1-800-523-2462 or email tech_services@beainc.com. Do not leave any problem unresolved. If you must wait for the following workday
to call BEA Inc., leave the system inoperable until satisfactory repairs can be made. Never sacrifice the safe operation of the system
for an incomplete solution: www.beasensors.com

14

13

12

11

10

9

8

7

6

5

4

3

2

1

24VAC

24VAC

Timer Defeat

Common

MAS

LMEP

Edge

Open

Close

Stop

Common

SBC

Liftmaster Logic 5

Br3-X

G
N

D

G
N

D

G
N

D

G
N

D

N
C

-1

N
O

-1

N
C

-2

N
O

-2

RELAYS
POWER

RELAY 1

IN
C

R
.

F
U

N
C

T.

SETUP

W
E

T
D

C
W

E
T

A
C

D
R

Y
W

E
T

INPUTS

N
C

-3

N
O

-3

C
O

M
-1

C
O

M
-2

C
O

M
-3

W
E

T

W
E

T

1 2 3

RoHS Compliant
Programmable 3 Relay

Logic Module
3 7

IN
-1

IN
-2

IN
-3

IN
-4

1
2/

24
V

 
A

C
/D

C

RED

BLACK

WHITE
/BLACK

GREEN
/WHITE

BLUE
/WHITE

BLUE

WHITE

GREEN

RELAY 1 COM

RELAY 1 N.O.

ALTRONIX
12-24VDC

POWER SUPPLY
AL175UL
BEA PT#

10PS12-24

24VDC @
1.75 AMP

AUX. (-)

AUX. (+)

BLACK

WHITE

GREEN

INPUT
115VAC/60Hz

.6 AMP

NOTES: 1. Make sure to set your relay hold times on the BR3X to at least 01
2. Set Output Configuration on the LZR-I30 to 4 using the remote

Liftmaster Logic 5
Wiring To An LZR-I30
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